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Coke and Gas Predustiem
1. I the westerly pertien of the V.I,lemin Works ab Pilsen, Ciowoolidil g
sear Gates VII and VIII, there is 8 large sheet-metal installatlom fdentified
as a Casanlage. Yhe ingtallation is sumk aboud 2} to 3 meters belew the lavel
of the street and is 700 or 800 meters long azd three steries high, without
windews, Presumably this imstallation produces gas hecauss two cooling towers -
. approximately 12 meters tall were cbserved im the immediate vieinity, There
are two gasemeters of 24,000 euble meter capaclty mear the Gasanlsge, Several
pipes ruaning frem the Gasanlage were cbserved, as were puddles of ccal tar
mear the pipe jelmts, I% 1s believed thatb aapthalene is prodused as a by-
product im the Gasanlage. Ho steam was observed risimg from the Gasanlage.
2. It is doubtful that the V.I.Ienim Werks has its own coking plant; mo ceking
_evens or quenmching towers were cbserved. o
3, large mumbers of rall cars loaded with coal were cbserved within the phni‘b;
It was believed te be brova coal. .
L. It is believed that gas is produced in the gas filtering station immediately
adjacent to the large smelting hall, Gas pipes were ocbgerved rumning from
the gas filtering plamt te the Siemens-Martim. furmases in the large smelting
hall, ' -
Ore Produstien
5, Reportedly there iz 2o iron ore being used er prepared in the V.I.lenin Werks.
Steel predustien is derived from serap iron.
Steel Preductiocn o
6, The steel producing furmaces are located im the large smelting hall and are on
s steel platform dbout eight meters high. )
SECHRET ' ' 25X1
STATE | x |ARMY | x [NAVY [ x[ar [ [re E [ @\
© (Nete: hing ibutien Indicated By ';x"; Flald Distributlon By “3) ; ~

Approved For Release 2008/11/21 : CIA-RDP80-00810A001200060001-1




Approved For Release 2008/11/21 : CIA-RDP80-00810A001200060001-1

-2 -

7. There is ome 10-tem elestirie arc furmace (81emens-Halske) whieh replaced an

_eld feur-tor elestris ars furnsce; ems old 10-tom AEG are furasee, builh 1a
1936 or 1937 vhich is mow in poor cordition; three four-ton elsotris are
furaaces, two of whiech are eold and will be replaced by a six-ten amd a four-
tor eleetrio furmsee manufsctured by Stemens-Halsks, A 10-ton electrie arc

. furasce was planmed but it is net kmown whether 1t will be cempleted due to
present Austro-Czech trade diffioulties, Ir addition there are twe eld-type
é0-ten Siemens-Martin furmaces; ome of which was damsged im 1951 when a live
arbillery shell hidden in a lead ef serap iron expleded,

8. The produshien of the five elestric are furnaces is estimated to be 32 toms
per six-hour smelting peried. Im a 2/, hour peried, 128 tons of steel kmowm -
as ST60.12 are prodused, The charge of the furnaces ‘cam, however, bs increased
%0 12 tens and, on ome occasion, a 10-ton furnace was leaded with 1/ boms of
serap metal, The furaaces are tapped emece every six hours. The Siemens-Martin
furnsces preduce mormal malleabls. stesl which does mot have a high alley conmtent,

9, The are furnmsees are usually charged with 80 pereent socrap and 20 percent plg
irei, Sevem traveling srames are used for the eharging of the electrie are
furasces. A additiomal 4O-ten traveling crame has been installed to serviecs
the mew 10-tom eleotrie arc furmscs, The Siemens-Martin furaaces are serviced
by %we 15-ten bridge sranes. Ta the casting hall there are four 60-ton bridge
eranes and twe or three smaller bridge crames. The traveling bridge cranes are
on twe levels (sie). '

10. Kiekel, ehreme, silicimm, vamadium and tingsten are added te the metal in the
are furnaees, These metals, which arrive ia boxcars amd are unleaded by hard,
are stered im small bims em the furnace platforms. The metals are hand-shoveled
inte the furmases after am amalysis of the metal in the furmsces is msde in the
aearby laberstories. Carbea inm powder form is spparemtly ia- ghert supply in
Czeshoslevakia besause, in erder to add sarben to the moltem eharge, Czech
werkers ¥ip the carbon electredes imte the molten steel, thus demaging ¥he
eleetrodes and shortening their life, The slectrodes are 300 millimeters in
digmetér and are of Seviet origia.

11, The meltem steel is earried directly from the furnaces by gverhead erase imte
the casting hell, The castings leave the casting hall en railroad flstsars
and are esevered with tarpaulims, A% ome time 25 tons of skeel were capt inte
s single meld, - -

Relled Preducts snd Forglags

12, Withim the V.I. lemim Works, there are two bufldings where Porging is doms,
The stesl billets for the fergimg milllarrive by rall frem oubpide the plant,
Ne relling mill er tube-preducing installation wes observed at the plant.
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